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U.S. DEPARTMENT OF LABOR : A NACL T
Occupational Safety and | Health Administration

MATERIAL SAFETY DATA SHEET

Requnred under USDL Safety and Health Regulations for Ship Repairing,
Shipbuilding, and Shipbreaking (29 CFR 1915, 1916, 1917)

SECTION | -
| MANUFACTURER'S NAME EMERGENCY TELEPHONE NO.
__Goodyear Aerospace Corporation A/C 216 - 794-2382

ADDRESS/VumI»er Street, City, State, and /]I’th)
HEMI A?l\n{llxa%s_l}t})_QVN%Nvms 315 T 'i) W \g\i NYMS
c c ME AND S f@tl Nt to
atic Coating

CHEMICAL FAMILY FORMULA

SECTION Il - HAZARDOUS INGREDIENTS

PAINTS, PRESERVATIVES, & SOLVENTS | % JLY ALLOYS AND METALLIC COATINGS % «Bh?fs)
N ‘V‘VT‘I:. ( mts)
PIGMENTS% SOlidS . 9 8 BASE METAL
CATALYST e ALLOYS »
VEHICLE METALLIC COATINGS
FILLER METAL
sovents  Toluene 43. 100ppm PLUS COATING OR CORE FLUX
ADDITIVES ) OTHERS
OTHERS * 30.2 200ppm
HAZARDOUS MIXTURES OF OTHER LIQUIDS, SOLIDS; OR CASES % (Jr&i\tls)
*30. 2% by Wt. (60% Isobutyl isobutyrate
. (40% Isobutyl acetate
SECTION 11 - PHYSICAL DATA
BOILING POINT (°F.) 2310F SPECIFIC GRAVITY (H,0=1) .9513

VAPOR PRESSURE (mm Hg.) 28 g'::,R\fgl':'JM\éo(ﬁ;;\T'LE B0.97

EVAPORATION RATE

VAPOR DENSITY (AIR=1} ) 3 2 ( =1)

SOLUBILITY IN WATER

appearANce AND OLOR  Heavy black paint - acetate odor

[FUASH POINT (Method used)

EXTINGUISHING MEDIA

UNUSUAL FIRE AND EXPLOSION HAZARDS

SECTION IV - FIRE AND EXPLOSION HAZARD DATA

FLAMMABLE LIMITS Lel Uet

- 44°F closed cup e oy i A s

Water spray - carbon dioxide-dry chem1cal or foam
JI’ELIAL F|RF FIGHTING PR(_)CE_DURES

BOE-C6-0203333




SECTION V - HEALTH HAZARD DATA

THRESHOLD LIMIT VALUL T B
0 ppm _ ceiling 200 ppm (10 minutes) . . . . |

FREECTS OF OVEREXPOSURE

| _long skin exposure-eye and upper respiratory tract irritant N

L ME HGENCY AND FIRST AID PROCEDURLES

| Immediately flush eyes with plenty of water. Get medical attention in.case-of ..
| _exposure to high concentrations. Remove to fresh air :

SECTION VI - REACTIVITY DATA

CONDITIONS TO AVOID

-1

S
STABILITY | UNSTABLE

STABLL X

INCOMPATABITY (Marcruls 1o aroid)

THAZARDOUS DECOMPOSITION PRODUCTS

- T [ CONDITIONS TO AVOID
HIAZ ARDOUS MAY OCEUR
POLYME RIZATION SR

WILL NOT OCCUR X T

’

SECTION Vil - SPILL OR LEAK PROCEDURES

STEPS TO BE TAKEN IN CASE MATLRIAC IS RELEASLD OR SPILLED

TWASTL DISPOSAL METHOL

.

SECTION VIII - SPECIAL PROTECTION INFORMATION

TS TORY PROTECTION ineciTy 7 .
_Organic vapor respirator to remain below TLV

o LQCAL FXHAUST SPECIAL
VERTILATION Adeguate to remain below TLV
M CHANICAL /Goeneral) OTHER
PROTECTIVE GLOVEs eve protremion  Glasseés with shields or
impermeable . . _.__. . |goggles, if likelihood of splash. ... . .

CHOLH DO TLCTIVE LQUIPRME N

SECTION IX - SPECIAL PRECAUTIONS

PRLCAUTIONS TO BE TAKEN (M HANDLING AND STORING

Keep away from heat, sparks and open flaine, - Keep container-closed.—Use with—-
.adequate ventilation, _Avoid breathing vapor. .Do not get in_eyes.Avoid-prolonged

CTHE R PRECAUTIONS

or repeated contact with skin.
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